GENERAL NOTES

Pavement Marking shall be done according to Standard 780001, except as follows:

1. All words, such as ONLY, shall be 2.4 m (8 feet) high.
2. All non-freeway arrows shall be the large size.
3. The distance between yellow no-passing lines shall be 200 mm (8"), not 180 mm (7") as shown in the

detail of Typical Lane and Edge Lines.

PERMANENT SURVEY MARKERS, TYPE i, shall be set at intervals of 1.6 Km (1 mile) or as directed by the Engineer.
Bridge or culvert projects shall have one survey marker placed near the structure. Estimated: 2 Each.

Permanent Survey Markers, Type Il shall be cast-in-place as shown on District Standard 66.2. The bottom of the
marker shall be 5’-0” below the ground surface.

The Contractor shall submit to the Engineer a description of location, elevation, and coordinates for each permanent
survey marker. The horizontal and vertical coordinates must be derived by GPS and the elevation derived by a closed
level circuit. The Engineer shall submit this information to the Survey Crew.

The temporary concrete barrier shall be anchored to the pavement with 6 anchors per section at the following locations:

Stage 2: Sta. 651+10 — 652+10
Stage 3: Sta. 651+10 ~ 652+10

Aggregate Base Course, Type B, is provided in the plan quantities and shall be used only as needed when directed by
the Engineer.

The Contractor shall be responsible for protecting utility property during construction operations as outlined in Article
107.31 of the Standard Specifications. A minimum of 48 hours advance notice is required for non-emergency work.
The JULIE number is 800-892-0123. The following listed utilities located within the project limits or immediately
adjacent to the project construction limits are members of JULIE:

Commonwealth Edison Co.
Frontier/Citizens

AT&T Communications, inc.
NICOR Gas Co.

CADD data will be available to Contractors and Consultants working on this project. This information will be provided
upon request as MicroStation CADD files and Geopak coordinate geometry files ONLY. If data is required in other
formats it will be your responsibility to make these conversions. If any discrepancy or inconsistency arises between the
electronic data and the information on the hard copy, the information on the hard copy should be used. Contact the
District's Project Engineer to request these files.
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